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Introduction 

When disaster strikes, help rushes in from many directions. It comes from different 

people, different agencies, and different levels of government. These are the people 

fighting the fires, chasing down criminals and digging through rubble to save lives. 

They know the danger of being isolated in an unpredictable situation. They also know 

what they can accomplish when they work together in one massive, well-coordinated 

effort rather than dozens of individual undertakings. It is this knowledge and user driven 

set of requirements that created the Project 25 (P25) radio standard for interoperability. 

The standard’s benefits are unique because the same people who use the radios created 

Project 25. 

Public safety and government radio users around the world depend on P25 for their 

mission critical communications. The P25 Standard is also adopted by many industries 

such as utilities, airports, transit, petroleum, and chemical companies that rely on 

mission-critical communications and interoperability with public safety agencies in an 

emergency. 

 

Project 25 Background 

The P25 standard has a thirty-seven-year history within the public safety community. It 

was established in October 1989 when the Association of Public Safety 

Communications Officials (APCO), the National Association of State Technology 

Directors (NASTD), the National Communication System (NCS), the National 
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Telecommunications and Information Administration (NTIA), and the National Security 

Agency (NSA) collaborated in the creation of the APCO-NASTD-Fed Project 25, which 

is now known as Project 25 or P25. This link to the people on the front lines of 

emergency response is still a fundamental aspect of the standard. Today, public safety 

and government professionals continue to play a critical role in the standards 

development process in cooperation with the Telecommunications Industry Association 

(TIA). The SAFECOM/NCSWIC Public Safety User Needs Working Group 

(PSUNWG) defines and prioritizes user needs for possible P25/TIA standardization. 

They also participate in and contribute to technical working groups drafting the standard 

documents. Project 25 is unique because the people who use the radios contribute 

directly to the technical specifications in the suite of standards. This ensures P25 

provides the benefits they need. 

P25: Enabling Interoperability in the US and Around the World 

The P25 standard enables interoperability among multiple manufacturers’ P25 products 

designed to the P25 standard. There are a total of 41 P25 equipment manufacturers and 

service providers in the marketplace offering a large portfolio of Project 25 solution 

choices.  This robust competition within the P25 market space continues to drive P25 

product and service enhancements and innovation. 

There are currently over 3600 Project 25 systems on the air supporting interoperable 

communications in the United States, Australia, New Zealand, Canada, Europe, and 

other global countries and regions.  In the United States, Project 25 is widely adopted by 

local, county, tribal, state, and federal agencies. There are 43 statewide P25 networks 

with large diverse user groups like Michigan’s Public Safety Communications System 

(MPSCS) supporting over 156,000 users from 2600 different agencies. Michigan’s 

MPSCS just celebrated their 30-year anniversary of operation. The seven remaining 

states operate city, county, and large regional Project 25 systems.  There are additional 

P25 systems operating in over 83 other nations worldwide.  
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The P25 Standard has the support of the US Department of Homeland Security (DHS). 

The Office of Emergency Communications. Fiscal Year 2024 SAFECOM Guidance on 

Emergency Communications Grants recommends that: “Public safety agencies continue 

to maintain and evolve LMR infrastructure for mission critical voice capabilities, 

including the pursuit of shared Project 25 (P25) radio systems and infrastructure.” “FY 

2024 grant recipients should continue to invest in accredited technical standards-based 

infrastructure to enable interoperability between agencies and jurisdictions, regardless of 

provider.”  

 “Grant recipients should target funding to: purchase and use P25-compliant LMR 

equipment (see P25 Compliance Assessment Program [CAP] approved equipment list) 

for mission critical voice communications” and “Transition LMR encryption capabilities 

to full P25 Advanced Encrypted Standard (AES) 256-bit for all LMR systems including 

encrypted interoperability where applicable.” In addition, the Grant Guidance 

recommends “When purchasing interoperability equipment, services, and gateway 

devices to provide connectivity between LMR systems, those devices should, at a 

minimum, be implemented using P25 compliant wireline interfaces (e.g., ISSI, CSSI, 

DFSI)” 

Additionally, the Federal Communications Commission (FCC) defines specific channels 

within the 700 MHz band allocation as “Narrowband Interoperability Channels” and 

requires P25 to maintain interoperability (FCC Rule 90.548(a). 

 

   

 

A Public Safety Grade Standard 

The public safety community requires a wide variety of interoperable, standards-based 

communication services, configurations, and capabilities with well-defined performance, 

interoperability, and testing specifications. This is the essence of the Project 25 suite of 

standards as it relates to “Public Safety Grade” communications systems. 

A “Public Safety Grade” communications standard first and foremost provides a set of 

capabilities and services required by the diverse group of public safety users. The 

SAFECOM/NCSWIC Public Safety User Needs Working Group (PSUNWG) has 
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defined those user needs, and the Project 25 Suite of Standards support those capabilities.  

Manufacturers take the features and specifications defined by the Project 25 Standards 

and implement them in reliable software, hosted on rugged hardware platforms that are 

exhaustively tested to ensure systems are reliant and resilient and the Project 25 features 

and capabilities are available even under the most severe conditions. 

 

A P25 “Suite of Standards” with Multiple Interfaces for Interoperability 

The key to Project 25 interoperability is a comprehensive set of well-defined standard 

interfaces and services.  

• Air Interfaces - Frequency Division Multiple Access (FDMA) for trunking/conventional 

voice and packet data services and Time Division Multiple Access (TDMA) for 

trunking voice and control channel 

• Wireline Interfaces - Inter Sub System Interface (ISSI), Console Sub System Interface 

(CSSI) and conventional Fixed Station Interface (FSI) 

• Security services; Over the Air Rekeying (OTAR), Subscriber Authentication (LLA), 

AES256 Voice and Data Encryption; Link Layer Encryption (LLE in development) 

• Location services; Tier 1 (conventional) and Tier 2 (trunking or conventional) 
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The P25 Common Air Interface (CAI) is the “core” of interoperability and is the most 

widely deployed P25 interface enabling interoperability between P25 radios and between 

P25 radios and P25 infrastructure, regardless of manufacturer 

In addition to the FDMA Common Air Interface, the P25 standard suite also enables 

interoperability for the TDMA Common Air Interface and wireline interfaces. The 

TDMA Air interface provides the capability to support two simultaneous conversations 

in a 12.5 kHz channel bandwidth, which meets the FCC requirements for 6.25 kHz 

spectrum efficient equivalence. 

Unlike most LMR technical standards, which focus on the over-the-air protocols, Project 

25 also includes a complete suite of technical standards for its wired infrastructure. One 

of the most important wireline interfaces for interoperability is the Inter-RF Subsystem 

Interface (ISSI), which is used to connect P25 networks together, independent of the 

manufacturer. This intersystem connection allows users to roam from one network to 

another network, have encrypted communications across the networks, and permits 

roamers to talk back to their home system. ISSI gateways have been commercially 

available for a number of years and second-generation versions of the ISSI capability are 

available to support “automatic” roaming and caller ID. 

Additional wireline interfaces that are part of the P25 suite of standards are the Console 

Sub-System Interface (CSSI) and the Fixed Station Interface (FSI). The CSSI defines a 

standard interface between a dispatch Console Subsystem (CSS) and a P25 RF Subsystem 

(RFSS). This interface provides for interoperability between multiple dispatch console 

vendors and system or infrastructure manufacturers. It supports Trunked P25 systems and 

Conventional P25 systems. Support for the CSSI is currently available from several 

manufacturers. 

The Fixed Station Interface (FSI) is used for connecting conventional base stations and 

repeaters to other infrastructure components, such as dispatch Console Subsystems. The 

FSI supports both an analog connection using 2 and 4-wire circuits, known as the Analog 

Fixed Station Interface (AFSI), and a digital connection known as the Digital Fixed 

Station Interface (DFSI). The support for legacy interfaces allows users to retain their 

large investment of control equipment (consoles, desktop remotes, etc.), while giving 

them a migration path to full digital control as their budget allows. 

The DFSI supports all conventional P25 features, including group and individual calls. 

The AFSI supports group calls. Both the AFSI and DFSI may be used for analog and 

digital (P25 CAI) mode air transmissions and support fixed station control, which 

includes the ability to change the transceiver's channel, NAC code, repeat enable/disable, 

and coded/clear transmissions. 

The P25 suite of standards also enables interoperability for Data and Secure Services 

including but not limited to Over-the-Air-Rekeying (OTAR) that provides for key 

management of encrypted voice and data communications regardless of radio or Key 

Management Facility (KMF) manufacturer. Today there are multiple P25 manufacturers 

offering OTAR and KMF solutions. 
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DHS Compliance Assessment Program (CAP) 

Public safety and government users can obtain documented proof of Performance, 

Conformance and Interoperability between P25 manufacturers equipment through the 

DHS Compliance Assessment Program (CAP).  The program allows suppliers to publicly 

attest to their products' compliance through P25 CAP testing at DHS-recognized 

laboratories. As proof, suppliers are required to submit Summary Test Report (STR) and 

Supplier’s Declaration of Compliance (SDOC) documents. These documents are available 

on the DHS CAP program website Approved (Grant-Eligible) Equipment page. 

https://www.dhs.gov/science-and-technology/p25-cap 

 

Wide-ranging Project 25 Benefits 

First responders have a host of diverse operational needs. P25 is designed to enable 

those users to focus on the mission, not the technology itself. Some key benefits 

include: 

Feature Rich Variety of P25 Call Types 

A wide variety of P25 call types and features are available to each radio user travelling 

across the CAI, ISSI, CSSI, and DFSI interfaces detailed in the last section. These call 

features include: group and individual calls, emergency calls (including man-down, 

accessory sensed, vehicle sensed, and new remote activated and silent), unit IDs, 

supplemental services (e.g. call alert, radio check, radio monitor, radio disable, status), all 

with and without encryption. A complete listing of Project 25 features and capabilities can 

be found in the P25 capabilities guide link on the www. Project25.org Website homepage. 

https://project25.org/index.php/documents/p25-frequently-asked-
questions?view=frontlist&catid[0]=10026 

 

 

 

 

https://www.dhs.gov/science-and-technology/recognized-labs
https://www.dhs.gov/science-and-technology/recognized-labs
https://www.dhs.gov/science-and-technology/approved-grant-eligible-equipment
https://www.dhs.gov/science-and-technology/p25-cap
http://www/
https://project25.org/index.php/documents/p25-frequently-asked-questions?view=frontlist&catid%5b0%5d=10026
https://project25.org/index.php/documents/p25-frequently-asked-questions?view=frontlist&catid%5b0%5d=10026
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Geography and Frequency Flexibility 

P25 supports a variety of system configurations including direct mode, repeated, single 

site, multi-site, voting, multicast, and simulcast operation addressing a wide array of 

unique agency coverage requirements. This flexibility is available for both 

conventional and trunked applications. This variety of system configurations allows 

the system developer to choose a system design that offers the highest performance 

from a cost-effective infrastructure that best matches their specific needs and local 

environment.  

For example, P25 offers high-power operation allowing large geographic areas to be 

covered with fewer sites than other technologies, making P25 technology an 

economical and efficient choice. Additionally, simulcast operation allows agencies in 

more urban, crowded environments to reuse scarce frequencies and increase coverage 

penetration within a given area. 

The P25 standard itself is frequency agnostic. P25 equipment is available from 

numerous suppliers in VHF, UHF, 700, 800, and 900 MHz frequency bands to meet the 

diverse frequency requirements of agencies around the world. Consult your local 

regulatory authority or frequency coordinator to determine appropriate frequency bands 

available in your area. The Project 25 standard enables multiple different frequency 

bands to be combined and shared on one system.  In addition, today there are P25 

portable and mobile radios available that support all P25 frequency bands in a single 

unit, further enhancing interoperability. 

 

Improved Spectral Efficiency and Ease of Migration 

One of the primary benefits of P25 has always been to allow users to gracefully migrate 

from established 25 kHz channel bandwidth system operation to more spectrally efficient 

“narrowband” operation in a 12.5 kHz channel bandwidth and even further to a 6.25 kHz 

channel bandwidth (or equivalent). This is especially important in certain frequency bands 

where narrowband operation is required by the FCC. 

The P25 standard is spectrally efficient as it operates in a 12.5 kHz channel bandwidth 

for both P25 FDMA and TDMA operations. Additionally, the P25 Phase 2 TDMA 

interface meets the US FCC regulatory requirements for 6.25 kHz spectrum efficiency 

equivalence because it supports two simultaneous conversations in each 12.5 kHz 

channel. And Project 25 is unique in that both P25 FDMA and TDMA equipment is 

compatible with and designed to coexist with existing analog systems. This flexibility 

allows users to utilize existing bandwidth and frequency allocations as they migrate 

from one technology era to the next 

 

Flexible Operations Support through Scalable P25 Architecture 

The multiple system architectures offered by P25 create scalable, cost effective solutions 

for users ranging from small local areas to wide area state and national configurations. 
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Both Conventional and Trunked operation is available in local and wide area 

configurations. 

• Conventional Operation: Conventional Operation meets the needs of agencies for cost- 

effective, low-density communications systems. Conventional Operation enables users 

to operate on fixed RF channels without the need for a control channel, yet the P25 

standard still provides conventional users with advanced features such as caller ID and 

digital encryption. Conventional operation also allows for direct user-to-user 

communications where a repeater may not be available, or off-network operation is 

desired, such as for fire-ground operation, or traffic control at an incident scene. Users 

simply select the appropriate channel in their radios and communicate immediately with 

no repeater set-up time. 

• Trunked Operation: Trunked Operation meets the needs of agencies that have a high-

density of users by enabling resource efficiencies. Unlike conventional operation in 

which a radio channel is dedicated to a particular user group for communications, 

trunking provides users access to a shared collection of radio channels. Trunked 

Operation provides many advanced features and may be particularly attractive to 

agencies in communities that want to join together to form shared regional systems. 

 

                                                                                                            
 

• Redundancy and Failure Operation: P25 Networks are extremely resilient. Several 

levels of “graceful degradation” are inherent, but procedures must be in place: 

• System Isolation: continued operation but with reduced coverage. 

• Loss of console connectivity: use of backup radios/control stations. 

• Loss of trunking capability: conventional fallback mode. 

• Loss of Infrastructure: direct radio unit to unit communications. 

• Trunked Paging: Paging over trunked P25 networks can offer users additional benefits of 

improved voice quality, message reliability and improved RF coverage. P25 Pagers have 

been designed to replace existing legacy analog pagers and provide very similar 

operational behavior. P25 Pagers can generate alerting tones similar to traditional analog 

paging.  After the alerting tone is heard, call information follows. Multiple agencies can 

be alerted simultaneously. Paging over P25 has been successfully deployed in many 

former analog applications, procedures and training are required. 
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Security 

Robust communications security and encryption are essential in today’s threat 

environment.  Project 25 offers "Defense in Depth" security for the nation's first 

responders through three unique P25 communication security services, each with an 

integral key management and delivery process. It is important to understand the unique 

capabilities that each service offers and how they can be combined and applied to achieve 

confidentiality, integrity, and availability for P25 voice, data, and network information.  

The P25 Communications Services Security Triad: 

• Voice and Data Encryption (256 bit AES): Encrypts and protects the voice and data 

information sent over the air. 

• Link Layer Authentication (LLA): Protects the system from access by unauthorized 

users. 

• Link Layer Encryption (LLE, currently in development): Protects over-the-air signaling 

in all P25 configurations: direct mode and systems, conventional and trunking, traffic 

channels and control channels.  LLE also provides protection from replay of recorded 

messages and certain types of spoofing. 

Key management and delivery are important elements of any communications security 

plan.  Keys may be loaded by cable from a key fill device (KFD) or over the air (OTAR) 

delivering keys securely to radios wirelessly over the secure P25 network. Multiple keys 

can be stored in the radio and console. The Key ID and Algorithm ID used are transmitted 

in the voice or data stream. Encryption can be activated via a switch or “strapped” to a 

talk-group. 
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A new capability for enhanced key management is nearing completion in the P25 

standards process. A manual key fill device (KFD) will be capable of loading keys to: 

radios, other key fill devices, and key management facilities.  In addition, the new recently 

published P25 IKI Interface will allow key material to be securely transferred between two 

separate Key Management Facilities from different agencies and different vendors. 

 

Location Services 

P25 location services support situational awareness and can provide vehicle tracking or 

personnel tracking during an incident or emergency. 

Tier 1 Location allows sharing of location between P25 subscriber units in the fields for 

situational awareness.  Tier 1 location is available on Conventional P25 systems only.  

Tier 2 Location allows sharing of location between P25 SUs and the Location Host Server 

(LHS) for location reporting. This service requires dedicated data channels on the P25 

Conventional or Trunking network. Location updates are routed to a dispatch, CAD, or 

mapping application to provide vehicle tracking or personnel tracking during an incident or 

emergency. A variety of triggers are available including: Periodic, Distance Change, 

Emergency, Power On/Off, Host Request and User Request. Telecommunicators are 

provided with refreshed locations while communicating with a first responder – especially 

critical in emergencies.  

A new GPS on PTT standard was recently published that adds the ability for a P25 

Subscriber Unit to provide its GPS location on each PTT without consuming additional 

channel capacity. This approach does not require dedicated data channels as the location is 

embedded on the voice channels. 

   

 

An Evolving Suite of Standards 

P25 continues to expand and evolve. Changes to the standard occur when new 

requirements are introduced, existing requirements are modified, and when new 

technological enhancements and innovations become available.  

 

Recently Published P25 Standards include the following: 

• New Location on Push to Talk feature for P25 Trunking embeds location 
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information in trunking voice transmissions for use by a mapping application 

eliminating the need for a dedicated data channel for P25 Tier 2 location services. 

• New User Alias Download feature for P25 Trunking allows radios to translate the 

standard numeric identities received during voice calls to the user’s “real name” 

alphanumeric alias to improve the radio operator’s awareness of who they are 

listening to in a call. 

• Improved Interoperability for End-to-End encryption key sharing using the IKI 

Interface between Key Management Facilities (KMFs) allows sharing between 

separate agencies and different vendor KMFs. 

 

Current work items include the following: 

• Link Layer Encryption is in progress. This is the first big new technology upgrade 

for improved security for all air interfaces of P25. It protects control channel 

control messages and hides group and individual IDs. 

• Modifications to the Inter Sub System Interface (ISSI), the Console Sub System 

Interface (CSSI), and the Digital Fixed Station Interface (DFSI) to enable future 

Interworking with Broadband Cellular Public Safety Systems. 

• New Silent Emergency Activation signaling for Trunking and Conventional 

ensures that the emergency state of the radio is not detectable by anyone around the 

radio. When the radio enters emergency alarm mode, the emergency alarm request 

is transmitted but there is no audio/visual indication of that emergency on that 

particular radio. Use cases include undercover agents in surveillance activity so as 

not to warn the suspects. This feature informs other users of the declared 

emergency situation. 

• Improved documentation for modeling noise and interference and for coverage 

modeling and verification now addresses interference issues for radios in proximity 

of short-tower cellular systems at 700/800 MHz, RF penetration through low-

emittance (so-called "green") glass and additional factors for Coverage Acceptance 

Plans (CATPs) 

• New standard capabilities for P25 Key Fill Devices create standardized 

interoperability of the Key Fill interface for End-to-End and Authentication key 

material provisioning between the KFD and: KMFs, Authentication Facilities, 

KFDs, and portables/mobiles. 

• Improved Interoperability for Link Layer Authentication with mutual 

authentication in multi-system roaming applications. 

• Maximized efficient use and control of “Group Regrouping” across the Inter Sub 

System Interface (ISSI) and the Console Sub System Interface (CSSI). 

• Harmonization of equipment behaviors when using Emergency Group Call and 

Cancel.  

• New Interoperability and Conformance tests for ISSI and CSSI including tests for 
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vocoder mode combinations and Supplementary Data Services such as Call Alert 

and Emergency Group Call Cancel. 

 

P25 LMR/LTE Interworking 
 
Project 25 has over 3600 LMR systems on the air today offering PTT communications to 

Public Safety and government users worldwide. As Broadband LTE systems continue to 

evolve, many question what type of Standards based Mission Critical PTT Interworking 

will be available between the two technologies.  

 

 

 

 

A newly released study of Interworking between LMR and LTE has just been published.  

The “Study of Interworking between P25 LMR and 3GPP (MCPTT) Mission Critical 

Services” report from The Alliance for Telecommunications Industry Solutions (ATIS) 

and the TIA TR-8.8 subcommittee (responsible for P25 Standards) was published by 

ATIS/TIA March 14, 2025.  

 

Follow this link for an application form  https://tiaonline.org/wp-

content/uploads/2020/11/20240730-P25-Request-Form.pdf 

 

This new document presents an overview and highlights including scenarios and 

considerations for the use of a 3GPP Release 15 Inter Working Function (IWF) to enable 

interoperability of standardized voice and data services between a 3GPP Mission Critical 

system and a TIA-based LMR system. The TIA-based LMR systems included are: 

P25/TIA-102 Trunking; P25/TIA-102 Conventional; and TIA-603 Analog Conventional 

FM. 

 
From the 3GPP side, the IWF acts as another mission-critical system, and from the LMR 

side, the IWF acts as another LMR system. The IWF is the functional entity responsible 

for conversion of media, identities and control signaling between LTE and LMR 

technologies to enable interoperable services. 

 

 

https://tiaonline.org/wp-content/uploads/2020/11/20240730-P25-Request-Form.pdf
https://tiaonline.org/wp-content/uploads/2020/11/20240730-P25-Request-Form.pdf
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The IWF supports interworking between LMR systems and mission-critical LTE systems 

using standard LMR interfaces and the standard 3GPP IWF interfaces.  

For LMR, TIA has chosen the P25 Inter-RF Subsystem Interface (ISSI) and Digital Fixed 

Station Interface (DFSI) to interconnect with the IWF.  

 

 

P25 LMR & LTE Broadband are Better Together 
 

P25 LMR and Cellular broadband (FirstNet) are different Technologies; You do not need 

to choose one or the other.   

 

For the foreseeable future, both technologies (LMR and Broadband) are strongly anchored 

into the public safety ecosystem and markets. This coexistence creates a need for 

Interworking of these technologies. The joint ATIS/TIA working group will continue to 

expand the Study document to enable interworking of the technologies.  Work will 

continue in TIA to maintain and update P25 standard services. Work will continue in 

3GPP to maintain and update 3GPP mission critical standard services. 

 
 
Conclusion 

Thus, “Public Safety Grade” Project 25 networks and equipment are the foundation of 

North American Public Safety Communications and the cornerstone of many Public 

Safety Grade Systems around the world. The non-proprietary, open standard gives 

purchasers a wide variety of options among many vendors, which helps ensure 

interoperability while providing competitive pricing. The P25 “user driven” technology 

standardization approach continues to guide the decision making process for P25 

technologists and engineers into the future. The result will be updates and improvements 

to existing Standards and the development of new P25 Standards that result in capability 

and performance improvements for Project 25 products and services. 

 

Additional Project 25 information can be found at: 

www.project25.org  

http://www.project25.org/

